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AX
LE

S Axle capacity cannot exceed the spindle capacity. 
All axles are furnished with spring seats, spindle nuts, and washers.

AXLE TERMINOLOGY

Overhang vs. Axle Capacity
Axle beam carrying capacity is reduced as the 
overhang is increased beyond allowed maximum.

Load Ratings
In assembling running gear components, it is 
desirable to match the capacities of the axle, 
tires, wheels, brakes, etc. as closely as possible.  
The component with the lowest capacity 
determines the capacity of the entire running 
gear.  For example, an axle beam rated at 5,800 
lbs. matched with wheels rated at 2,600 lbs. each 
(5,200 lbs./axle), tires at 5,100 lbs. and brakes 
at 5,000 lbs. rates the running gear capacity at 
5,000 lbs.

Track Width
For single wheel axles: the distance from 
centerline of one tire to centerline of other. For 
dual wheel axles: distance from centerline of one 
pair of duals to centerline of other.

Wheel Offset
Wheel offset is the distance from the rim 
centerline to the mounting surface of the disc.

Inset / Outset
Inset (positive offset) - Rim centerline 
is INBOARD of disc mounting surface.  
Outset (negative offset) - Rim centerline is 
OUTBOARD of disc mounting surface.

Bolt Circle
A hub’s bolt circle is the circle described by 
the center points of the wheel mounting studs.  
Remember! For hubs with an odd number of 
mounting studs, this is NOT a stud to stud 
dimension!

Capacity
All axle and axle component capacities are based 
upon gross load measured at tires

Camber
All axles will be cambered 1.5o (Nominal) at 
center unless otherwise requested.  All dropped 
axles are cambered 1.5o (Nominal) at drop.

Hub Face Width
Hub face width is the distance in inches from 
mounting surface of hub to mounting surface of 
opposite hub.

Hub Face
The hub face is the mounting surface of a hub, 
perpendicular to the axis of rotation, that a 
wheel’s disc contacts when mounted.

Underslung
Springs are mounted below the axle.

Overslung
Springs are mounted above the axle.

Double Eye Spring
A spring with a completely closed loop, bushed 
eye on both ends.

Slipper Spring
A spring with a closed loop, bushed eye on only 
one end. The other end rides, or "slips" against 
a corresponding contact surface at its rear 
attachment point.

Overhang
Overhang for axles with single tires is the 
distance from the centerline of the spring to the 
hub face.  Overhang for axles with dual tires is 
the distance from the centerline of the spring to 
the centerline of the duals.



Page 7

AXLESAxle Capacity:  � 1100 lb.  � 2200 lb.
� 3500 lb.  � 5200 lb. � 7000 lb.  � 7200 lb. 
� 8000 lb. � 10,000 lb. � Other _____________

Hub Face: _____________________ inches

Outside of Frame:  _________________ inches
Start Angle Degree:

� 45o down � 10o down � 22.5o down � 32o down 
� 0o � 10o up � 22.5o up

Hub: � Idler  � Brake

If Brakes:
� Electric � Hydraulic Drum   � Hydraulic Disc

Bolt Circle: 
� 4 - 4.0" � 5 - 4.5" � 5 - 4.75" � 5 - 5.0" 
� 5 - 5.5" � 6 - 5.5" � 8 - 6.5" 

Lubrication (check one):
� E-Z Lube � Grease � Oil � Nev-R-Lube

Bracket Profil  � Low  � High

Bracket Orientation:   � Standard � Reverse

Side Mount Hanger Kit:  � Yes � No

For more options, consult with a Six Robblees customer service  
person to have them run you a Dexter ProSpec sheet.

TORFLEX ORDER FORM

If due to a customer error...
Six Robblees does not accept return of axles and/or beam assemblies unless a special restocking charge has been agreed upon.  The standard 
restocking charge for these items is 50%.  Axles and beams are items that have been custom made to a specific order.  This, potentially, 
results in many components being scrapped.  The customer is responsible for freight incurred for the return.

Customer signature: ________________________________    Date: ______________ 

Date:  _________________
Customer Name:  

 ____________________
Phone Number: 

 ____________________

Fax Number: 

 ____________________
E-Mail Address:  

 ____________________  

Note: If you are replacing an existing Torflex axle, we can find all of the axle data listed below, 
if you list your serial number here: ______________________________________________

FTT TR

FH SLR

AL AL

DOWN

FTT TR

FH SLR

Tire 
Radius

Tire
Center Overall

Tire
HeightFrame

Height
Static

Loaded
Radius

Frame
to Top of

Tire

Axle
Location

ZEROUP

Arm Length

L

Axle Location

 

Center of
Spindle

 

DEXTER
DEXTER

Center of Axle Center of Spindle

Center of
Spindle to 

Top of Frame

Start Angle

Start Angle Degree

How To Measure
Hub Face

Overhang

Hub Face

Outside of Frame
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AX
LE

S 600 - 1,100 lbs. Capacity
Ideal for light utility, personal watercraft and motorcycle trailers
Short version spindle for trailers with extremely short overhangs
Electric brakes are available with and without parking feature

Lubrication options: Standard grease, and E-Z Lube™

7 x 1¼" electric and 7 x 1¾" hydraulic brakes

Articulation Dimensions

#8 BRACKET DIMENSIONS
    Low              Low
A 1.00 E 10.00
B 2.38 F 2.88
C 8.00   G 2.00
D 7.75 J 1.57

Bolt Size  ½" bolt, Tube Size 1.75"

#8 OVERHANG PER SIDE
 Spindle    Min.   Max.

 Short  4.75" 9.04"
 Standard 6.00" 9.04"

Full Load Dimensions
Dimensions are for top mount only. Side mount is 0.18" 

higher. Allow 3" bump clearance from full load.

Note: Positive numbers in the H column indicate the spindle is BELOW the top of 
the bracket. Conversely, negative numbers are ABOVE the top of the bracket.

Dimensions are for top mount only. Side mount is 0.18" 
higher. Allow 3" bump clearance from full load.

No Load Full Load Shock Load

Start Angle Bracket 
Profil H L H L H L

45o down Low 3.84 2.83 2.54 3.70 1.87 3.91

22.5o down Low 2.54 3.70 1.01 4.00 0.31 3.94

10o down Low 1.70 3.94 0.14 3.91 -0.52 3.70

0o Low 1.01 4.00 -0.52 3.70 -1.14 3.37

10o up Low 0.31 3.94 -1.14 3.37 -1.69 2.95

22.5o up Low -0.52 3.70 -1.82 2.83 -2.27 2.29

Torflogo.eps
11/9/93

8

A

B

C

Bolt Size

1/2 G

G

J

For Wiring
Access

A

E
D

F

C E

B D

H

10o down, 0o, 10o up, 22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

Arm Length

L
Axle Location

Start Angle

Top of 
Bracket

Center of 
Spindle

H

DEXTER
DEXTER

TORFLEX AXLES

START ANGLE
   45° Down   22.5° Down  10° Down  0°   10° Up   22.5° Up   
 Tire H B C H B C H B C H B C H B C H B  C D E

 ST175/80R13 2.5 13.7 9.5 1.0 12.2 11.0 0.1 11.3 11.9 -0.5 10.7 12.5 -1.1 10.1 13.1 -1.8 9.4 13.8 11.2 12.0

 4.80-8 2.5 10.4 6.3 1.0 8.9 7.8 0.1 8.0 8.7 -0.5 7.4 9.3 -1.1 6.8 9.9 -1.8 6.1 10.6 7.9 8.8

 4.80-12 2.5 12.0 8.3 1.0 10.5 9.8 0.1 9.6 10.7 -0.5 9.0 11.3 -1.1 8.4 11.9 -1.8 7.7 12.6 9.5 10.8

 20.5x8.0-10 2.5 12.2 8.3 1.0 10.7 9.8 0.1 9.8 10.7 -0.5 9.2 11.3 -1.1 8.6 11.9 -1.8 7.9 12.6 9.7 10.8

Left Hand Assembly Shown

Forward

Forward

Right Hand Side of 
Axle Shown
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AXLES9
1,000 - 2,200 lbs. Capacity 

Ideal for light utility, fold-down campers and boat trailers
Short version spindle for trailers with extremely short overhangs
Electric brakes are available with and without parking feature

Lubrication options: Standard grease, and E-Z Lube™

7 x 1¼" electric and 7 x 1¾" hydraulic brakes

Articulation Dimensions

#9 OVERHANG PER SIDE
 Spindle Min.  Max.
 Short 6.00" 10.90"
 Standard 6.50" 10.90"

#9 BRACKET 
DIMENSIONS
 Low High
A 1.00 1.00
B 2.38 2.38
C 8.00 8.00
D 7.75 7.75
E 10.00 10.00
F 2.88  3.75
G 2.00 2.00
J 1.57  1.57
N ---- .86
P ---- .94
Q ---- 1.00
Bolt Size ½" bolt
Tube Size 2.17"

Note: Positive numbers in the H column indicate the spindle is BELOW the top of 
the bracket. Conversely, negative numbers are ABOVE the top of the bracket.

Full Load Dimensions
Dimensions are for top mount only. Side mount is 0.18" higher. Allow 3" 

bump clearance from full load.

G

J

A

F

For Wiring
Access

E
D

A

B

C

Bolt Size

1/2 G

F

E

P

Q
N

C E

B D

H

10o down, 0o, 10o up, 22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

Dimensions are for top mount only. Side mount is 0.18" 
higher. Allow 3" bump clearance from full load.

Arm Length

L
Axle Location

Start Angle

Top of 
Bracket

Center of 
Spindle

H

DEXTER
DEXTER

No Load Full Load Shock Load

Start Angle
Bracket  
Profile H L H L H L

45o down
Low 5.46 4.24 3.52 5.54 2.52 5.86

High 6.33 4.24 4.38 5.54 3.38 5.86

22.5o down
Low 3.52 5.54 1.22 6.00 0.18 5.91

High 4.38 5.54 2.00 6.00 1.04 5.91

10o down
Low 2.26 5.91 -0.08 5.86 -1.08 5.54

High 3.13 5.91 0.79 5.86 -0.21 5.54

0o 
Low 1.22 6.00 -1.08 5.54 -2.00 5.06

High 2.09 6.00 -0.21 5.54 -1.14 5.06

10o up
Low 0.18 5.91 -2.00 5.06 -2.83 4.42

High 1.04 5.91 -1.14 5.06 -1.97 4.42

22.5o up
Low -1.08 5.54 -3.02 4.24 -3.70 3.44

High -0.21 5.54 -2.16 4.24 -2.83 3.44

TORFLEX AXLES

High Profile

Low Profile

START ANGLE
45° Down  22.5° Down 10° Down 0° 10° Up 22.5° Up  

Tire H B C H B C H B C H B C H B C H B C D E

ST175/80R13 3.5 14.7 8.5 1.2 12.4 10.8 -0.1 11.1 12.1 -1.1 10.1 13.1 -2.0 9.2 14.0 -3.0 8.2 15.0 11.2 12.0

4.80-8 3.5 11.4 5.3 1.2 9.1 7.6 -0.1 7.8 8.9 -1.1 6.8 9.9 -2.0 5.9 10.8 -3.0 4.9 11.8 7.9 8.8

4.80-12 3.5 13.0 7.3 1.2 10.7 9.6 -0.1 9.4 10.9 -1.1 8.4 11.9 -2.0 7.5 12.8 -3.0 6.5 13.8 9.5 10.8

20.5x8.0-10 3.5 13.2 7.3 1.2 10.9 9.6 -0.1 9.6 10.9 -1.1 8.6 11.9 -2.0 7.7 12.8 -3.0 6.7 13.8 9.7 10.8

Forward

Left Hand Assembly Shown

Forward
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AX
LE

S 
TORFLEX AXLES

Articulation Dimensions

#10 OVERHANG PER SIDE
 Spindle Min. Max.
 Standard 6.30"   11.80"
 Disc Brake 6.56" 11.80"
 10L 5.88" 13.76"

Note: Positive numbers in the H column indicate the spindle is BELOW the top of 
the bracket. Conversely, negative numbers are ABOVE the top of the bracket.

2,300 - 3,500 lbs. Capacity
Ideal for camper, cargo-carriers and light vehicle towing apps.
Electric brakes are available with and without parking feature
Hydraulic disc brakes available

Lubrication options: Standard grease,  E-Z Lube™, Oil Bath, and 
Nev-R-Lube™

10 x 2¼" electric, hydraulic drum, and disc brakes

A

B

C

Bolt Size

1/2 G

A

E
D

F

For Wiring
Access

G

J

F

E

P

Q

N

10

C E

B D

H

10o down, 0o, 10o up, 22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

#10 BRACKET 
DIMENSIONS
   Low   High
A 1.00 1.00
B 2.50 2.50
C 8.00 8.00
D 8.00 8.00
E 10.00 10.00
F 3.43 4.25
G 2.50 2.50
J 1.62 1.62
N ---- 1.03
P ---- 1.00
Q ---- 1.00
Bolt Size ⅝" bolt
Tube Size 2.62"

Dimensions are for top mount only. Side mount is 0.18" 
higher. Allow 3" bump clearance from full load.

DEXTER
DEXTER

L

H

Axle Location

Top of 
Bracket

Start Angle

Center of 
Spindle

Arm Length

START ANGLE
   45° Down  22.5° Down  10° Down  0°   10° Up    22.5° Up   
 Tire H B C H B C H B C H B C H B C H  B C  D E

 ST175/80R13 3.8 15.0 8.2 1.5 12.7 10.5 0.2 11.4 11.8 -0.8 10.4 12.8 -1.7 9.5 13.7 -2.8 8.4 14.8 11.2 12.0

 ST205/75R14 3.8 15.9 9.3 1.5 13.6 11.6 0.2 12.3 12.9 -0.8 11.3 13.9 -1.7 10.4 14.8 -2.8 9.3 15.9 12.1 13.1

 ST225/75R15 3.8 16.8 10.6 1.5 14.5 12.9 0.2 13.2 14.2 -0.8 12.2 15.2 -1.7 11.3 16.1 -2.8 10.2 17.2 13.0 14.4

No Load Full Load Shock Load

Start Angle Bracket Profile H L H L H L

45o down Low 5.75 4.24 3.79 5.54 2.79 5.86

High 6.55 4.24 4.61 5.54 3.61 5.86

22.5o down
Low 3.79 5.54 1.49 6.00 0.45 5.91

High 4.61 5.54 2.31 6.00 1.27 5.91

10o down
Low 2.53 5.91 0.19 5.86 -0.81 5.54

High 3.35 5.91 1.01 5.86 0.01 5.54

0o 
Low 1.49 6.00 -0.81 5.54 -1.73 5.06

High 2.31 6.00 0.01 5.54 -0.91 5.06

10o up
Low 0.45 5.91 -1.73 5.06 -2.56 4.42

High 1.27 5.91 -0.91 5.06 -1.74 4.42

22.5o up
Low -0.81 5.54 -2.75 4.24 -3.43 3.44

High 0.01 5.54 -1.93 4.24 -2.60 3.44

High Profile

Low Profile

Forward

Left Hand Assembly Shown

Full Load Dimensions
Dimensions are for top mount only. Side mount is 0.18" 

higher. Allow 3" bump clearance from full load.

Forward

Right Hand Side of 
Axle Shown

10L10
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AXLES

P

F

E

Q
N

TORFLEX AXLES

Articulation Dimensions

Note: Positive numbers in the H column indicate the spindle is BELOW the top of the 
bracket. Conversely, negative numbers are ABOVE the top of the bracket.

A

J

G

B

C

F

D

A

E

1/2 G

For Wiring
Access

Bolt Size

4,000 - 5,200 lbs. Capacity
Ideal for camper, cargo-carriers and light vehicle towing apps.
Totally rubber-cushioned for smooth, quiet independent ride
Electric & hydraulic brakes available w/ and w/o parking feature

Lubrication options: Standard grease,  E-Z Lube™, Oil Bath, and 
Nev-R-Lube™

12 x 2" electric, hydraulic drum, and disc brakes

11

DEXTER
DEXTER

H

L

Axle Location

Top of 
Bracket

Start Angle

Center of 
Spindle

Arm Length

Dimensions are for top mount only. Side mount is 0.25" 
higher. Allow 3" bump clearance from full load.

#11 OVERHANG PER SIDE
 Spindle   Min.  Disc*  Max.
 Short 7.00" 7.50" 10.22"
 Standard 7.47" 7.50" 10.22"

* Minimum overhang with disc brakes

#11 BRACKET 
DIMENSIONS
 Low High
A 0.75 1.25
B 3.50 3.50
C 9.50 9.50
D 9.00 9.00
E 11.00 12.00
F 3.91 4.66
G 2.50 2.50
J 1.83 1.83
N ---- 1.03
P ---- 1.00
Q ---- 1.00
Bolt Size ⅝" bolt
Tube Size 3.03"

START ANGLE
   45° Down  22.5° Down  10° Down  0°   10° Up    22.5° Up   
 Tire H B C H B C H B C H B C H B C H  B C  D E

 ST225/75R15 4.1 17.1 10.3 1.8 14.8 12.6 0.5 13.5 13.9 -0.5 12.5 14.9 -1.5 11.5 15.9 -2.5 10.5 16.9 13.0 14.4

 LT235/85R16 4.1 18.4 11.3 1.8 16.1 13.6 0.5 14.8 14.9 -0.5 13.8 15.9 -1.5 12.8 16.9 -2.5 11.8 17.9 14.3 15.4

 LT225/75R16 4.1 17.6 10.8 1.8 15.3 13.1 0.5 14.0 14.4 -0.5 13.0 15.4 -1.5 12.0 16.4 -2.5 11.0 17.4 13.5 14.9

E

D

H
C

B

0o, 10o down

C E

B D

H

10o,  22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

Top of
Bracket

No Load Full Load Shock Load

Start Angle
Bracket 
Profile H L H L H L

45o down Low 6.01 4.24 4.06 5.54 3.06 5.86

High 6.76 4.24 4.81 5.54 3.81 5.86

22.5o down
Low 4.06 5.54 1.77 6.00 0.72 5.91

High 4.81 5.54 2.52 6.00 1.47 5.91

10o down
Low 2.81 5.91 0.47 5.86 -0.53 5.54

High 3.56 5.91 1.22 5.86 0.22 5.54

0o 
Low 1.77 6.00 -0.53 5.54 -1.46 5.06

High 2.52 6.00 0.22 5.54 -0.71 5.06

10o up
Low 0.72 5.91 -1.46 5.06 -2.29 4.42

High 1.47 5.91 -0.71 5.06 -1.54 4.42

22.5o up
Low -0.53 5.54 -2.48 4.24 -3.15 3.44

High 0.22 5.54 -1.73 4.24 -2.40 3.44

High Profile

Low Profile

High Profile

Forward

Left Hand Assembly Shown

Forward

Right Hand of Axle ShownFull Load Dimensions
Dimensions are for top mount only. Side mount is 0.25" higher. Allow 3" bump clearance from full load.
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AX
LE

S 
TORFLEX AXLES

Articulation Dimensions

Full Load Dimensions
Dimensions are for top mount only. Side mount is 0.31" higher. Allow 3" bump clearance from full 

load.

Note: Positive numbers in the H column indicate the spindle is BELOW the top of 
the bracket. Conversely, negative numbers are ABOVE the top of the bracket.

1/2 G

A

J

G

B

C

F

DE

A

For Wiring
Access

Bolt Size

Q

E
P

F

N

Dimensions are for top mount only. Side mount is 0.31" 
higher. Allow 3" bump clearance from full load.

DEXTER
DEXTER

H

L

Axle Location

Top of 
Bracket

Center of 
Spindle

Start Angle

Arm Length

5,500 - 7,000 lbs. Capacity
Ideal for camper, cargo-carriers and light vehicle towing apps.
Totally rubber-cushioned for smooth, quiet independent ride
Electric & hydraulic brakes available w/ and w/o parking feature

Lubrication options: Standard grease,  E-Z Lube™, Oil Bath, and 
Nev-R-Lube™

12 x 2" electric, hydraulic drum, and disc brakes

12

#12 OVERHANG PER SIDE
Spindle Min.  Max.
Standard 7.50" 15.20"
Short 7.00" 15.20"

E

D

H
C

B

0o, 10o down

C E

B D

H

10o,  22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

Top of
Bracket

#12 BRACKET 
DIMENSIONS

Low High
A 1.25 1.25
B 3.50 3.50
C 9.50 9.50
D 9.00 9.00
E 12.00 12.00
F 4.37 5.12
G 2.50 2.50
J 2.06 2.06
N ---- 1.03
P ---- 1.00
Q ---- 1.00
Bolt Size ⅝" bolt
Tube Size 3.50"

START ANGLE
45° Down  22.5° Down 10° Down 0° 10° Up 22.5° Up 

Tire H B C H B C H B C H B C H B C H B C D E

LT235/85R16 4.3 18.6 11.1 2.0 16.3 13.4 0.7 15.0 14.7 -0.3 14.0 15.7 -1.2 13.1 16.6 -2.2 12.1 17.6 14.3 15.4

7.50-16LT 4.3 19.2 12.4 2.0 16.9 14.7 0.7 15.6 16.0 -0.3 14.6 17.0 -1.2 13.7 17.9 -2.2 12.7 18.9 14.9 16.7

No Load Full Load Shock Load
Start Angle Bracket Profile H L H L H L

45o down Low 6.24 4.24 4.30 5.54 3.30 5.86

High 6.99 4.24 5.05 5.54 4.05 5.86

22.5o down
Low 4.30 5.54 2.00 6.00 0.96 5.91

High 5.05 5.54 2.75 6.00 1.71 5.91

10o down
Low 3.04 5.91 0.70 5.86 -0.30 5.54

High 3.79 5.91 1.45 5.86 0.45 5.54

0o 
Low 2.00 6.00 -0.30 5.54 -1.22 5.06

High 2.75 6.00 0.45 5.54 -0.47 5.06

10o up
Low 0.96 5.91 -1.22 5.06 -2.05 4.42

High 1.71 5.91 -0.47 5.06 -1.30 4.42

22.5o up
Low -0.30 5.54 -2.24 4.24 -2.91 3.44

High 0.45 5.54 -1.49 4.24 -2.16 3.44

High Profile

Low Profile

Forward

Left Hand Assembly Shown

Forward

Right Hand of Axle Shown

Forward
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AXLES

#12V OVERHANG PER SIDE
 Spindle Min.  Max.
 Standard 7.00" 14.77"

P

F

E

Q
N

Articulation Dimensions

Note: Positive numbers in the H column indicate the spindle is BELOW the top of the 
bracket. Conversely, negative numbers are ABOVE the top of the bracket.

A

J

G

B

C

F

D

A

E

1/2 G

For Wiring
Access

Bolt Size

7,200 lbs. Capacity
Ideal for camper, cargo-carriers and light vehicle towing apps.
Totally rubber-cushioned for smooth, quiet independent ride
Electric & hydraulic brakes available w/ and w/o parking feature

Lubrication options: Standard grease,  E-Z Lube™, Oil Bath, and 
Nev-R-Lube™

12 x 2" electric and hydraulic brakes

12

DEXTER
DEXTER

H

L

Axle Location

Top of 
Bracket

Start Angle

Center of 
Spindle

Arm Length

Dimensions are for top mount only. Side mount is 0.31" 
higher. Allow 3" bump clearance from full load.

#12V BRACKET 
DIMENSIONS
 Low High
A 1.25 1.25
B 3.50 3.50
C 9.50 9.50
D 9.00 9.00
E 12.00 12.00
F 4.37 5.12
G 2.50 2.50
J 2.06 2.06
N ---- 1.03
P ---- 1.00
Q ---- 1.00
Bolt Size ⅝" bolt
Tube Size 3.50"

START ANGLE
   45° Down  22.5° Down  10° Down  0°   10° Up    22.5° Up   
 Tire H B C H B C H B C H B C H B C H  B C  D E

 LT235/85R16 4.3 18.6 11.1 2.0 16.3 13.4 0.7 15.0 14.7 -0.3 14.0 15.7 -1.2 13.1 16.6 -2.2 12.1 17.6 14.3 15.4

 7.50-16LT 4.3 19.2 12.4 2.0 16.9 14.7 0.7 15.6 16.0 -0.3 14.6 17.0 -1.2 13.7 17.9 -2.2 12.7 18.9 14.9 16.7

 9.50-16.5LT 4.3 18.4 10.9 2.0 16.1 13.2 0.7 14.8 14.5 -0.3 13.8 15.5 -1.2 12.9 16.4 -2.2 11.9 17.4 14.1 15.2

E

D

H
C

B

0o, 10o down

C E

B D

H

10o,  22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

Top of
Bracket

No Load Full Load Shock Load

Start Angle
Bracket 
Profile H L H L H L

45o down Low 6.24 4.24 4.30 5.54 3.30 5.86

High 6.99 4.24 5.05 5.54 4.05 5.86

22.5o down
Low 4.30 5.54 2.00 6.00 0.96 5.91

High 5.05 5.54 2.75 6.00 1.71 5.91

10o down
Low 3.04 5.91 0.70 5.86 -0.30 5.54

High 3.79 5.91 1.45 5.86 0.45 5.54

0o 
Low 2.00 6.00 -0.30 5.54 -1.22 5.06

High 2.75 6.00 0.45 5.54 -0.47 5.06

10o up
Low 0.96 5.91 -1.22 5.06 -2.05 4.42

High 1.71 5.91 -0.47 5.06 -1.30 4.42

22.5o up
Low -0.30 5.54 -2.24 4.24 -2.91 3.44

High 0.45 5.54 -1.49 4.24 -2.16 3.44

High Profile

Low Profile

High Profile

Forward

Left Hand Assembly Shown

Forward

Right Hand of Axle ShownFull Load Dimensions
Dimensions are for top mount only. Side mount is 0.25" higher. Allow 3" bump clearance from full load.

TORFLEX AXLES

12V
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AX
LE

S 
TORFLEX AXLES

Articulation Dimensions

Note: Positive numbers in the H column indicate the spindle is BELOW the top of the 
bracket. Conversely, negative numbers are ABOVE the top of the bracket.

DEXTER
DEXTER

L

H
Arm Length

Axle Location

Top of 
Bracket

Center of 
Spindle

Start Angle

Dimensions are for top mount only. Side mount is 0.31" 
higher. Allow 3" bump clearance from full load.

E

D

H
C

B

0o, 10o down

C E

B D

H

10o,  22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

Top of
Bracket

8,000 lbs. Capacity
Ideal for camper, cargo-carriers and horse trailers
Totally rubber-cushioned for smooth, quiet independent ride
Electric & hydraulic brakes available w/ and w/o parking feature

Lubrication options: Standard grease, Oil Bath, and Nev-R-Lube™

12¼ x 3⅜" electric, hydraulic, and disc brakes

13

#13 OVERHANG PER SIDE
 Spindle Min.  Max.
 Short 8.50" 21.50"
 Standard 9.00" 21.50"

#13 BRACKET 
DIMENSIONS

 Low   High
A 1.22 1.22
B 3.63 3.63
C 10.56 10.56
D 10.56 10.56
E 13.00 13.00
F 4.81 5.50
G 2.50 2.50
J 2.25 2.25
L 7.26 7.26
P ---- 1.00
Q ---- 1.00
Bolt Size ⅝" bolt
Tube Size 3.88"

START ANGLE
   45° Down  22.5° Down  10° Down  0°   10° Up    22.5° Up   
 Tire H B C H B C H B C H B C H B C H  B C  D E

 10R17.5 HC 4.6 20.2 13.4 2.3 17.9 15.7 1.0 16.6 17.0 -0.1 15.5 18.1 -1.0 14.6 19.0 -2.0 13.6 20.0 15.6 18.0

 215/75R 17.5 4.6 18.6 10.7 2.3 16.3 13.0 1.0 15.0 14.3 -0.1 13.9 15.4 -1.0 13.0 16.3 -2.0 12.0 17.3 14.0 15.3

 12-16.5 LT 4.6 19.5 11.2 2.3 17.2 13.5 1.0 15.9 14.8 -0.1 14.8 15.9 -1.0 13.9 16.8 -2.0 12.9 17.8 14.9 15.8

1/2 G

A

J

G

B

C

F

DE

A

For Wiring
Access

Bolt Size

L Q

E
P 

F

No Load Full Load Shock Load
Start Angle Bracket Profile H L H L H L

45o down Low 6.49 4.24 4.55 5.54 3.55 5.86

High 7.18 4.24 5.24 5.54 4.24 5.86

22.5o down
Low 4.55 5.54 2.25 6.00 1.21 5.91

High 5.24 5.54 2.94 6.00 1.90 5.91

10o down
Low 3.29 5.91 0.95 5.86 -0.05 5.54

High 3.98 5.91 1.64 5.86 0.64 5.54

0o 
Low 2.25 6.00 -0.05 5.54 -0.97 5.06

High 2.94 6.00 0.64 5.54 -0.28 5.06

10o up
Low 1.21 5.91 -0.97 5.06 -1.80 4.42

High 1.90 5.91 -0.28 5.06 -1.11 4.42

22.5o up
Low -0.05 5.54 -1.99 4.24 -2.66 3.44

High 0.64 5.54 -1.30 4.24 -1.97 3.44

High Profile

Low Profile

Forward

Left Hand Assembly Shown

Forward

Full Load Dimensions
Dimensions are for low profile, top mount only. high profile brackets are .75" higher. side mount is .31" higher. allow 3" bump clearance from full load.

Right Hand of Axle Shown
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AXLES

Articulation Dimensions

Note: Dual wheel not available for 13G one- piece. one-piece hub/drum is not inter-
changeable with the two-piece hub & drum

Note: Positive numbers in the H column indicate the spindle is BELOW the top of the 
bracket. Conversely, negative numbers are ABOVE the top of the bracket.

DEXTER
DEXTER

L

H
Arm Length

Axle Location

Top of 
Bracket

Center of 
Spindle

Start Angle

Dimensions are for top mount only. Side mount is 0.31" 
higher. Allow 3" bump clearance from full load.

E

D

H
C

B

0o, 10o down

C E

B D

H

10o,  22.5o up

C
E

B
D

H

22.5o, 45o down

Top of
Bracket

Top of
Bracket

Top of
Bracket

9,000 - 10,000 lbs. Capacity
Ideal for Equipment, Cargo-Carrier, and Industrial Trailers.
Totally rubber-cushioned for smooth, quiet independent ride
Electric & hydraulic brakes available w/ and w/o parking feature

Lubrication options: Standard grease, and Oil Bath

12¼ x 3⅜" electric and hydraulic brakes

13

#13 OVERHANG PER SIDE
 Spindle Min.  Max. Brake
 13D 12.25" 17.20" 12¼" x 4" 
 13G one piece 10.11" 17.20" 12¼" x 3⅜"
 13G two-piece 9.00" 21.50" 12¼" x 3⅜"

#13D & #13G 
BRACKET  
DIMENSIONS
A 1.22
B 3.63
C 10.56
D 10.56
E 13.00
F 5.50
G 2.50
J 2.25
L 7.26
P 1.00
Q 1.00
Bolt Size ⅝" bolt
Tube Size 3.88

START ANGLE
   45° Down  22.5° Down  10° Down  0°   10° Up    22.5° Up   
 Tire H B C H B C H B C H B C H B C H  B C  D E

 10R17.5 HC 5.2 20.2 13.4 2.9 17.9 15.7 1.6 16.6 17.0 0.6 15.6 18.0 -0.3 14.6 18.9 -1.3 13.6 19.9 15.6 18.0

 215/75R 17.5 5.2 18.6 10.8 2.9 16.3 13.1 1.6 15.0 14.4 0.6 14.0 15.4 -0.3 13.0 16.3 -1.3 12.0 17.3 14.0 15.3

 12-16.5 LT 5.2 19.5 11.3 2.9 17.2 13.6 1.6 15.9 14.9 0.6 14.9 15.9 -0.3 13.9 16.8 -1.3 12.9 17.8 14.9 15.8

Q

E
P 

F

No Load Full Load Shock Load
Start Angle Bracket Profile H L H L H L

45o down High 7.18 4.24 5.24 5.54 4.24 5.83

22.5o down High 5.24 5.54 2.94 6.00 1.90 5.91

10o down High 3.98 5.91 1.64 5.86 0.64 5.54

0o High 2.94 6.00 0.64 5.54 -0.28 5.06

10o up High 1.90 5.91 -0.28 5.06 -1.11 4.42

22.5o up Hgh 0.64 5.54 -1.30 4.24 -1.97 3.44

High Profile

Forward

TORFLEX AXLES
13D 13G

Full Load Dimensions
Dimensions are for high profile, top mount only. Side mount is .31" higher. Allow 3" bump clearance from full load

Left Hand Assembly Shown

Forward
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AX
LE

S 
LEAF SPRING AXLES

D20 OVERHANG PER SIDE
     Min.   Max.
Straight 5.75" 7.62"
2⅜" Dia. Drop 7.62" 9.00"

2000 lbs. Capacity
1¾" tube diameter

2000 lbs. Straight Axles Spring Centers
Part #

Beam Only
Hub Face Brake Flange 

 to Flange 
(Outside)

Overall Max Recommended Min

TS2049EZ 49" 42" 53.50" 37.50" 34.25" 33.75"

TS2051EZ 51" 44" 55.50" 39.50" 36.25" 35.75"

TS2053EZ 53" 46" 57.50" 41.50" 38.25" 37.75"

TS2055EZ 55" 48" 59.50" 43.50" 40.25" 39.75"

TS2057EZ 57" 50" 61.50" 45.50" 42.25" 41.75"

TS2059EZ 59" 52" 63.50" 47.50" 44.25" 43.75"

TS2061EZ 61" 54" 65.50" 49.50" 46.25" 45.75"

TS2063EZ 63" 56" 67.50" 51.50" 48.25" 47.75"

TS2065EZ 65" 58" 69.50" 53.50" 50.25" 49.75"

TS2067EZ 67" 60" 71.50" 55.50" 52.25" 51.75"

TS2069EZ 69" 62" 73.50" 57.50" 54.25" 53.75"

TS2071EZ 71" 64" 75.50" 59.50" 56.25" 55.75"

TS2073EZ 73" 66" 77.50" 61.50" 58.25" 57.75"

TS2075EZ 75" 68" 79.50" 63.50" 60.25" 59.75"

TS2077EZ 77" 70" 81.50" 65.50" 62.25" 61.75"

TS2079EZ 79" 72" 83.50" 67.50" 64.25" 63.75"

TS2081EZ 81" 74" 85.50" 69.50" 66.25" 65.75"

TS2083EZ 83" 76" 87.50" 71.50" 68.25" 67.75"

TS2085EZ 85" 78" 89.50" 73.50" 70.25" 69.75"

TS2087EZ 87" 80" 91.50" 75.50" 72.25" 71.75"

*  All axles are EZ-Lube. 2K axles are usually not pre-wired  
Std grease axles available as special order. Axles are sold as beams 
only and come complete with spring seats, spindle nuts, & washers
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AXLES

*  All axles are EZ-Lube and pre-wired. .  
Standard grease and Nev-R-Lube™ axles available as 
special order. Axles are sold as beams and are shipped 
with spring seats, spindle nuts, & washers

LEAF SPRING AXLES
D35 OVERHANG PER SIDE

   Min.  Disc  Max.
Straight 5.62" 7.5" 9.00"
4" Drop 7.00" 7.5" 9.00"
6" Drop 7.87" 7.87" 9.00"
3" dia. Str. 5.62" 7.5" 11.50"
3" dia. Drop 7.00" 7.5" 11.50"
Nev-R-Lube™ 5.31" - 9.00"

3500 lbs. Capacity
2⅜" tube diameter

3500 lbs. Straight/Drop Axles Spring Centers
Part # 

Beam Only TS/TD
Hub 
Face

Brake Flange to 
Flange (Outside)

Overall
Max 

Straight           Drop
Recommended 

Straight       Drop
Min

TS(/D)3551EZ 51" 44.6" 55.5" 39.75" 37" 35" 34.5" 33"

TS(/D)3553EZ 53" 46.6" 57.5" 41.75" 39" 37" 36.5" 35"

TS(/D)3555EZ 55" 48.6" 59.5" 43.75" 41" 39" 38.5" 37"

TS(/D)3557EZ 57" 50.6" 61.5" 45.75" 43" 41" 40.5" 39"

TS(/D)3559EZ 59" 52.6" 63.5" 47.75" 45" 43" 42.5" 41"

TS(/D)3561EZ 61" 54.6" 65.5" 49.75" 47" 45" 44.5" 43"

TS(/D)3563EZ 63" 56.6" 67.5" 51.75" 49" 47" 46.5" 45"

TS(/D)3565EZ 65" 58.6" 69.5" 53.75" 51" 49" 48.5" 47"

TS(/D)3567EZ 67" 60.6" 71.5" 55.75" 53" 51" 50.5" 49"

TS(/D)3569EZ 69" 62.6" 73.5" 57.75" 55" 53" 52.5" 51"

TS(/D)3571EZ 71" 64.6" 75.5" 59.75" 57" 55" 54.5" 53"

TS(/D)3573EZ 73" 66.6" 77.5" 61.75" 59" 57" 56.5" 55"

TS(/D)3575EZ 75" 68.6" 79.5" 63.75" 61" 59" 58.5" 57"

TS(/D)3577EZ 77" 70.6" 81.5" 65.75" 63" 61" 60.5" 59"

TS(/D)3579EZ 79" 72.6" 83.5" 67.75" 65" 63" 62.5" 61"

TS(/D)3581EZ 81" 74.6" 85.5" 69.75" 67" 65" 64.5" 63"

TS(/D)3583EZ 83" 76.6" 87.5" 71.75" 69" 67" 66.5" 65"

TS(/D)3585EZ 85" 78.6" 89.5" 73.75" 71" 69" 68.5" 67"

TS(/D)3587EZ 87" 80.6" 91.5" 75.75" 73" 71" 70.5" 69"

TS(/D)3589EZ 89" 82.6" 93.5" 77.75" 75" 73" 72.5" 71"

TS(/D)3591EZ 91" 84.6" 95.5" 79.75" 77" 75" 74.5" 73"

TS(/D)3593EZ 93" 86.6" 97.5" 81.75" 79" 77" 76.5" 75"

TS(/D)3595EZ 95" 88.6" 99.5" 83.75" 81" 79" 78.5" 77"
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AX
LE

S 
LEAF SPRING AXLES

6000 lbs. Capacity
3" tube diameter

D60 OVERHANG PER SIDE
  Min.  Disc.  Max.
 Straight 6.63" 9.00" 10.00"
 4" Drop 7.87" N/A 9.50"
Nev-R-Lube™ 6.19" 9.00 10.00"

6000 lbs. Straight/Drop Axles Spring Centers

Part # 
Beam Only TS/TD

Hub 
Face

Brake Flange 
to Flange 
(Outside)

Overall
Max 

Straight      Drop
Recommended 
Straight    Drop

          Min 
Straight    Drop

TS(/D)6063EZ 63" 54.25" 68.75" 50.00" 47.25" 48" 45" 43" 43"

TS(/D)6065EZ 65" 56.25" 70.75" 52.00" 49.25" 50" 47" 45" 45"

TS(/D)6067EZ 67" 58.25" 72.75" 54.00" 51.25" 52" 49" 47" 47"

TS(/D)6069EZ 69" 60.25" 74.75" 56.00" 53.25" 54" 51" 49" 49"

TS(/D)6071EZ 71" 62.25" 76.75" 58.00" 55.25" 56" 53" 51" 51"

TS(/D)6073EZ 73" 64.25" 78.75" 60.00" 57.25" 58" 55" 53" 53"

TS(/D)6075EZ 75" 66.25" 80.75" 62.00" 59.25" 60" 57" 55" 55"

TS(/D)6077EZ 77" 68.25" 82.75" 64.00" 61.25" 62" 59" 57" 57"

TS(/D)6079EZ 79" 70.25" 84.75" 66.00" 63.25" 64" 61" 59" 59"

TS(/D)6081EZ 81" 72.25" 86.75" 68.00" 65.25" 66" 63" 61" 61"

TS(/D)6083EZ 83" 74.25" 88.75" 70.00" 67.25" 68" 65" 63" 63"

TS(/D)6085EZ 85" 76.25" 90.75" 72.00" 69.25" 70" 67" 65" 65"

TS(/D)6087EZ 87" 78.25" 92.75" 74.00" 71.25" 72" 69" 67" 67"

TS(/D)6089EZ 89" 80.25" 94.75" 76.00" 73.25" 74" 71" 69" 69"

TS(/D)6091EZ 91" 82.25" 96.75" 78.00" 75.2" 76" 73" 71" 71"

TS(/D)6093EZ 93" 84.25" 98.75" 80.00" 77.25" 78" 75" 73" 73"

TS(/D)6095EZ 95" 86.25" 100.75" 82.00" 79.25" 80" 77" 75" 75"

*  All axles are EZ-Lube and pre-wired.  
Standard grease and Nev-R-Lube™ axles available as special order. 
Axles are sold as beams and are shipped with spring seats, spindle 
nuts, & washers



Page 19

AXLES
AXLE KITS

Leaf Spring Axle Kits
Kit # Description 
2000SI 2,000 lbs. Single Axle Idler Kit 
2000SB 2,000 lbs. Single Axle Kit with 7" x 1.25" Brakes (electric, hydraulic)
3500SI 3,500 lbs. Single Axle Idler Kit 
3500SB 3,500 lbs. Single Axle Kit with 10" x 2.25" Brakes (electric, hydraulic)
5200SI 5,200 lbs. Single Axle Idler Kit
5200SB 5,200 lbs. Single Axle Kit with 12" x 2" Brakes (electric,hydraulic)
6000SI 6,000 lbs. Single Axle Idler Kit
6000SB 6,000 lbs. Single Axle Kit with 12" x 2" Brakes (electric,hydraulic)

2000TI 2,000 lbs. Tandem Axle Idler Kit 
2000TB 2,000 lbs. Tandem Axle Kit with 7" x 1.25" Brakes (electric, hydraulic)
3500TI 3,500 lbs. Tandem Axle Idler Kit 
3500TB 3,500 lbs. Tandem Axle Kit w/10" x 2.25" Brakes (electric, hydraulic)
5200TB 5,200 lbs. Tandem Axle Kit w/12" x 2" Brakes (electric,hydraulic)
6000TI 6,000 lbs. Tandem Axle Idler Kit
6000TB 6,000 lbs. Tandem Axle Kit with 12" x 2" Brakes (electric, hydraulic)
6000TBS 6,000 lbs. Tdm. Kit w/slipper sprgs w/12" x 2" Brakes (electric, hydraulic)
7000TB 7,000 lbs. Tandem Axle Kit with 12" x 2" Brakes (electric, hydraulic)
7000TBS 7,000 lbs. Tdm. Kit w/slipper sprgs w/12" x 2" Brakes (electric, hydraulic)

3500TRI 3,500 lbs. Triple Axle Kit w/10" x 2.25" Brakes (electric,hydraulic)
5200TRI 5,200 lbs. Triple Axle Kit w/12" x 2" Brakes (electric,hydraulic)
6000TRI 6,000 lbs. Triple Axle Kit w/12" x 2" Brakes (electric,hydraulic)
7000TRI-S 7,000 lbs. Triple Kit w/slipper sprgs w/12" x 2" Brakes (electric, hydraulic)

Heavy Duty Axles
Part #  Description 
8000TDM  Tandem Axle Kit w/12.25" x 3.325" Brakes (electric, hydraulic)
10000TDM-GD Dual Wheel, 8 on 6.5" B.C.   Springs: 5 leaf (2½" wide)

12¼" x 3⅜" self-adjusting electric or hydraulic brakes
10000TDM-HD Dual Wheel, 8 on 6.5" B.C.   Springs: 5 leaf (3" wide)

12¼" x 4" self-adjusting electric or hydraulic brakes
10000TDM-AIR Dual Wheel, 8 on 6.5" B.C.   Springs: 5 leaf (3" wide)

12¼" x 4" air brakes
10000TDM-DISC Dual Wheel, 8 on 6.5" B.C. Springs: 5 Leaf (3" Wide)

Hyd. Disc Brakes
12000TDM-HD Dual Wheel, 8 on 6.5" B.C.,    Springs: 5 Leaf (3" wide), 

12¼" x 5" self-adjusting electric or hydraulic brakes.
15000TDM-HD Dual Wheel, 8 on 6.5" B.C.,    Springs: 5 Leaf (3" wide), 

12¼" x 5" self-adjusting electric or hydraulic brakes.




