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Fig. 9

Fig. 1

COUPLERS
Adjustable Trailer Hitches

Part # Fig. # Description Capacity
028390 1 Adjustable, 2" ball, Bulldog 7,000 lbs.
028630 1 Adjustable, 25⁄16" ball, Bulldog 12,500 lbs. 
A200C0317 2 Adjustable coupler only, 2" ball 8,000 lbs. 
1613700 3 Lunette Eye 3" only 12,000 lbs.
B16140 3 Lunette Eye 3" only 20,000 lbs. 
A256C0317 2 Adjustable coupler only, 25⁄16" ball 14,000 lbs.
CTA-400 - 25⁄16" Stamped Adjustable Coupler 14,000 lbs.
CTA-280 - 25⁄16" Cast Adjustable Coupler 15,000 lbs.

0897900 4 Clevis for ¾" pin 12,000 lbs.
1807800 4 Clevis for 1" pin 20,000 lbs.

442500 0317 5 25⁄16" Flat Mount Cast Coupler 25,000 lbs. 
0091558 - 25⁄16" Flat Mount Cast Coupler 15,000 lbs.

0897800 7 3 position leveler channel
B8979 7 5 position channel, w/ weldable gussets
B9020 8 Bolt and nut kit , Grade 8

Pintle Rings
Part # Fig. # Description  I.D. Ring M.G.T.W
LW10 9 C1020 Steel Forged 2½" I.D. 10,000 lbs.
LW20  9 C1020 Steel Forged 3" I.D. 20,000 lbs. 
BDB12503 10 Alloy Steel Forged 2½" I.D.  15,000 lbs.
  

BDB125015 11 Square 4 Hole Mount 2½" I.D. 42,000 lbs.
BDB1385 11 Square 4 Hole Mount 3" I.D.  60,000 lbs.

BDL253 12 Drawbar Lock

Fold-Away Couplers
Part # Fig. # Description Class Capacity
HDPB230101 13 Hinge Kit, 2" x 3"   Up To 5,000 lbs.
HDPB330101 13 Hinge Kit, 3" x 3"  Up To 5,000 lbs.
HDPB340101 13 Hinge Kit, 3" x 4"   Up To 7,500 lbs.
HDPB350101 13 Hinge Kit, 3" x 5"  Up To 9,000 lbs.

Fig. 4

Fig. 6

Fig. 3

Fig. 8

Fig. 2

Fig. 7

Fig. 5

Fig. 10

Fig. 11

Fig. 12

Fig. 13
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Fig. 9

Straight Tongue Couplers
Part # Fig. # Description Ball Size  Capacity
1⅞" Ball
E11200-0340 1 2" channel 1⅞" 2,000 lbs.
E11250-0340 1 2½" channel 1⅞" 2,000 lbs.
E11300-0340 1 3" channel 1⅞" 2,000 lbs.

2" Ball
22200-0301 1 2" channel, Fulton, zinc finish 2" 3,500 lbs.
22250-0301 1 2½" channel, Fulton, zinc finish 2" 3,500 lbs.
22300-0301 1 3" channel, Fulton, zinc finish 2" 3,500 lbs.
80051 2 3" channel, bolt-on, Atwood 2" 3,500 lbs.

80060 2 3" channel, weld-on, Atwood 2" 5,000 lbs.
80082 2 2" channel, Atwood 2" 5,000 lbs.
028382 3 3" channel, Bulldog 2" 5,000 lbs.
34300-0301  1 3" channel, Fulton, zinc finish 2" 5,000 lbs.

028387 3 3" channel, Bulldog 2" 7,000 lbs.

2 5⁄16" Ball
80131 4 3" channel, Atwood 25⁄16"  8,500 lbs.
028462 3 3" channel, Hammerblow 25⁄16" 12,500 lbs.
1755000 5 3" channel, Titan 25⁄16" 20,000 lbs.

A-Frame Couplers
Part # Fig. # Description Ball Size Capacity
80072 6 Atwood, Yoke style 2" 5,000 lbs.
CA-5100-B 7 A-Frame Coupler 2" 5,000 lbs.
028384 8 Bulldog 2" 5,000 lbs.
CA-5210-B 7 A-frame Coupler 2" 8,000 lbs. 

80101 6 Atwood, Yoke style 25⁄16"  8,500 lbs.
81911 10 Atwood, Thumb style 25⁄16" 10,000 lbs.
44305R0317 9 Fulton, Wedge latch 25⁄16" 10,000 lbs.
028463 8 Bulldog 25⁄16" 12,500 lbs.
81912 10 Atwood, Thumb style 25⁄16" 13,000 lbs.
CA-5400-B 10 A-Frame Coupler 25⁄16" 14,000 lbs.

Fig. 1

Fig. 2

Fig. 3

Fig. 4

Fig. 5

COUPLERS

Fig. 10

Fig. 8

Fig. 7

Fig. 10

Fig. 6
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COUPLER ACCESSORIES

Safety Chain
Part # Fig. #   Size Working Load Limit
G301-S-5 1 Grade 30, ¼" x 5' 1,250 lbs. cap.
G305-S-5 1 Grade 30, 5⁄16" x 5' 1,900 lbs. cap.
G435-32-SL 2 Grade 43, 5⁄16" x 32' 3,900 lbs. cap.

BSC3835 2 35" x ⅜"   15,000 lbs. breaking strength
59548 - 36" Black Vinyl Jacketed Safety Cable  

 (class 4, 7000 lbs.)

SC38B - Safety Chain Clip, ⅜" dia.
SC50B - Safety Chain Clip, ½" dia.

Coupler Repair Kits
Part # Fig.  #Description
CH0701 3 Coupler Handle for all 1⅞" and 2" Fulton Couplers

15775 - Latch Replacement Kit for 2" Ball - Atwood
15774 - Latch Replacement Kit for 25⁄16" Ball —Atwood
024200 - Coupler Latch Kit, Bulldog
0091015 4 Cast Coupler Repair Kit - Buyers & Croft

CBK1 - Coupler Bolt Kit for 3" Channel

Coupler Locks
Part # Fig. # Description
580410 5 Easy Access Adjustable Coupler Lock
BCL500 6 Coupler Lock, ¼" pin x ¾" span
DT-25013 7 Universal Coupler Lock - Fits 1⅞", 2" & 25⁄16"
63226 8 Economy Universal Coupler Lock 
63228 9 Coupler Lock for 2" Couplers
63227 9 Coupler Lock for 25⁄16" Couplers
702 10 King Pin Lock

**** See page 179 for bolt locks ****

Fig. 5

Fig. 6

Fig. 1

Fig. 2

Fig. 7

Fig. 4

Fig. 3

Fig. 8

Fig. 9
Fig. 10
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Fig. 9 Fig. 10

Fig. 3

Fig. 6

 SWIVEL JACKS
Swivel Jacks

Part # Fig. #   Description Capacity Mtg. Height Travel 
1,000  lbs.  Jacks
80522 1 Topwind, (A) 1,000 lbs. 15" 15"
80523 1 Topwind, (A) 1,000 lbs. 12" 10"

2,000  lbs.  Jacks  
80519 1 Topwind, (A) 2,000 lbs. 11.60" 10"
80459 2 Topwind, (A) 2,000 lbs. 11.70" 10"
81264 2 Topwind, (A) 2,000 lbs. 14.20" 15"
81353 2 Topwind, (A) 2,000 lbs. 15" 14"
82332 3 Sidewind, (A) 2,000 lbs. 11.60 10"

151101 4 Sidewind, (B) 2,000 lbs. 11" 10"
TJB-2001-B 8 Sidewind (R) 2,000 lbs. 11.25" 10"
158109 5 Sidewind, (B) 2,000 lbs. 10.75" 10"
158151 5 Sidewind, (B) 2,000 lbs. 14.50" 15"
158451 6 Topwind, (B) 2,000 lbs. 11" 10"
TJP-2001-B 6 Topwind, (R) 2,000 lbs. 11.25" 15" 
158452 6 Topwind, (B) 2,000 lbs. 14.50" 15"
140040 0303 6 Topwind (P) 2,000 lbs. 11" 10" 
151401 8 Topwind, (B) 2,000 lbs. 11" 10"
151421 8 Topwind (B) 2,000 lbs. 14.50" 15"

5,000  lbs.  Jacks 
82471 7 Topwind, (A) 5,000 lbs. 11" 15"
171401 8 Topwind, (B) 5,000 lbs. 11.25" 10"
171412 8 Topwind (B) 5,000 lbs. 14.75" 15" 
178101 6 Topwind, (B) 5,000 lbs. 11.25" 10"
178151 6 Topwind, (B) 5,000 lbs. 14.75" 15"
140146 0303 6 Topwind, (P) 5,000 lbs. 11.25" 10"
140148 0303 6 Topwind, (P) 5,000 lbs. 14.75" 15"
178201 9 Sidewind, (B) 5,000 lbs. 10.40" 10"
178203 9 Sidewind, (B) 5,000 lbs. 15.40" 15"
TJP-5002-SB 9 Sidewind, (R) 5,000 lbs. 15.50" 15" 
140144 0303 9 Sidewind, (P) 5,000 lbs. 15.50" 15"

7,000  lbs.  Jacks 
198150 9 Sidewind, (B) 7,000 lbs. 11" 10"
198250 9 Sidewind, (B) 7,000 lbs. 16" 15"
198100 10 Topwind, (B) 7,000 lbs. 11" 10"
198200 10 Topwind, (B) 7,000 lbs. 16" 15"

**** Bulldog Jacks, (B) sold w/mounting bracket ****
**** Atwood Jacks, (A) sold w/o mounting bracket  ****
**** Pro Series Jacks, (P) sold w/o mounting bracket ****

**** Ram Jacks, (R) sold w/ mounting bracket ****
**** See page 107 for brackets ****

Fig. 1 Fig. 2

Fig. 4

Fig. 5

Fig. 8Fig. 7
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A-FRAME JACKS

A-Frame Mount
Part # Fig. # Description  A B Capacity Travel
Atwood Jacks
80009 1  Topwind 13.6" 8.6"  1,000 lbs. 15"
80401 1  Topwind 12.4" 7"   2,000 lbs. 14"
80391 1  Topwind 10.7"  11" 5,000 lbs. 14"
80000 2 Sidewind 15.7"  9" 1,000 lbs. 15"
87510 2  Sidewind 16.1"  7" 2,000 lbs. 15"

Bulldog Jacks
155022 4 Topwind 12.20" 8.80" 2000 lbs. 15"
155033 4 Topwind 5.40" 16.00" 2000 lbs. 15"
155010 3 Sidewind 14.5" 7.0" 3,000 lbs. 13"
175000 4 Topwind 12.8" 12.2" 5,000 lbs. 15"
175013 4 Topwind 17" 7.5" 5,000 lbs. 15"

Pro Series Jacks
EA2000 0303 1 Topwind 11" 8.0" 2000 lbs 14"

Ram Jacks
TJA-5000T-B  Topwind 10.25" 8.75" 5,000 lbs. 15"

**** See Page 107 for Jack Accessories ****

Jack Screws
Part # Fig. # Description Capacity Travel
80126 5 Sidewind, Atwood 1,000 lbs. 14"
81141 6 Sidewind, Atwood 2,000 lbs. 14"
80380 7 Topwind, Atwood 5,000 lbs. 14"

Fig. 3 Fig. 4

Fig. 1 Fig. 2

Fig. 7Fig. 6Fig. 5
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RV JACKS

Fig. 1

Atwood 5th Wheel Leveling System
Ordering a complete 5th Wheel Leveling is done in 3 simple steps

Step 1
þ 66607 Front Leveler Legs and Controls Kit,  

Includes the following:
Part # Qty.  Description

þ 66573 1 Touch Pad Control Kit
þ 66021 1 Control Board Bracket Kit
þ 66567 1 Wiring Harness Kit
þ 61006 1 Hardware Kit  
þ 61049 2 Welded Front Mounting Bracket Assembly w/ Notch
þ 75080 1 Front Direct Drive 5K Inline Leveler Kit (Set of 2)

Step 2, Pick one of the following:
Qty.  

Part # Needed Description 
¨ 66540 2 Rear 7.5K Leveler Leg, Single Screw, 13" Extension
¨ 66541 2 Rear 7.5K Leveler Leg, Single Screw, 15" Extension
¨ 66542 2 Rear 7.5K Leveler Leg, Single Screw, 17" Extension

Step 3, Pick one of the following:
Qty.  

Part # Needed Description 
¨  61011 2 Mounting Bracket, Inline
¨  61031 2 Mounting Bracket, Offset

Power Jacks
Part # Fig. # Description Capacity Travel
81068 1 Deluxe Jack & Motor 3,000 lbs. 14"
80710 1 Heavy Duty Jack & Motor 4,000 lbs. 14"
500188 - Bulldog Power Jack 3,000 lbs. 14"
500185 2 Bulldog Power Jack 4,000 lbs. 17"
EJ-3508-WBX - Economy Power Jack, White 3,500 lbs. 18"

Other power jacks available upon request.

Stabilizer Jacks
Part # Fig. # Description Capacity Travel
82301 8 Stabilizer Jack, Atwood 1,000 lbs.   6"
80480 9 Stabilizer Jack Rod
SJL8 0300 - Assembly Drop Leg & 1½" Outer Tube (includes pin) Fig. 8 Fig. 9Fig. 8 Fig. 9

Fig. 2
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HD JACKS

Drop Leg Jacks - 4" Square
Part #  Fig. # Description Support Cap. Travel 
182404 1 Sidewind, Standard 12,000 lbs. 12.5"
182804 1 Spring Loaded 12,000 lbs. 12.5"
183900* 2 2-Speed, Standard 12,000 lbs. 12.5"
183902* 2 2-Speed, Spring Loaded 12,000 lbs. 25"
LG8700-31 3 Cam-Lock, Spring Loaded 12,000 lbs. 13.5"
LGD700-21 4 Dual Pin, Spring Loaded 20,000 lbs. 12"
TJD-12000-R - Economy, Standard 12,000 lbs. 12.5"
TJD-12000SPR - Economy Spring Loaded 12,000 lbs. 12.5"

182304* - Topwind, Standard 12,000 lbs. 12.5"

015181 5 6" Standard Crank Handle
LG0094-6450 - Cross Drive Shaft, 64.5" long
LG0094 - Cross Drive Shaft, 68" long

* Part # 015181 Handle sold separately

Electric Drive Motor Jacks
Part # Fig. # Description
182420 0100 6 Aftermarket Single Speed Jack Applications
182421 0100 - OEM Single Speed Jack Applications
182418 0100 - OEM 2 Speed Planetary Jack Applications

Square Tube Jacks - 2.5" Square
Part # Fig. # Description Support Cap. Travel
190754 7 Sidewind - Bulldog 8,000 lbs.  15"
190704 8 Topwind - Bulldog  8,000 lbs. 15"
TJD-7000S - Economy-Sidewind 8,000 lbs. 15"
TJD- 7000 - Economy-Topwind 8,000 lbs. 15"

500338 - Drop Leg Pin

Multi-Jack
Part # Fig. # Description
148700 9 48" Ratcheting Multi-Jack, 7,000 lbs. cap.

Fig. 7 Fig. 8

Fig. 5

Fig. 1 Fig. 2

Fig. 6

Fig. 9

Fig. 3 Fig. 4



          

Page 107

JACKS, COUPLERS &
 W

INCHES
JACK  ACCESSORIES

Service Parts
Part # Fig. # Description 
Atwood Jacks
80263 1 Bottom Support Plate, 1,000 lbs. cap. 2.05" Hole dia.
80570 1 Bottom Support Plate, 2,000/5,000 lbs. cap. 2.23" Hole dia.
81271 2 Weld-On Bracket for 2,000 lbs. Tube Jacks, 2" O.D.
82500 2 Weld-On Bracket for 5,000 lbs. Tube Jacks, 3" O.D. 
87501 3 Weld-On Bracket fits most frames
87502 4 Bolt-On Bracket fits frames 2-3" wide, 3-5" deep
82660 5 Steel Jack Foot w/Extension (6,000 lbs.) for 2" O.D. Jacks
80260 6 Steel Jack Foot (1,000 lbs.) for 1¾" O.D. Jacks  
82650 6 Steel Jack Foot (6,000 lbs.) for 2" O.D. Jacks
80259 7 Caster, "Twist-Lock", (1,000 lbs.) for 1¾" O.D. Jacks
80552 7 Duraplas Caster, "Twist-Lock", (1,000 lbs.) for 2" O.D. Jacks
84032 - Snap Ring
25525 - Metal Cover for Sidewind Jacks
80456 - Cap for A-Frame 2K SW Tube Style Jacks
82700 - Topwind Replacement Handle
Fulton/Bulldog Jacks
015279 2 Weld-On Bracket, Male, ⅝" Pin Hole Dia.
015273 2 Weld-On Bracket, Male, 9⁄16" Pin Hole Dia.
005024 2 Weld-On Bracket, Female, ⅝" Pin Hole Dia.
500277  - F2 Weld-On Mtg. Bracket
500241 - Snap Ring
018403 8 9⁄16" Pull Pin & Chain Assembly for Topwind Jacks
500231 8 ⅝" Pull Pin & Chain Assembly for Sidewind Jacks
017125 9 Steel Caster Wheel, 6" Dia. 
140075 0340 10 Caster, 2" Tube Dia., 1200lbs. rated
CP555 0301 10 Phenolic Caster, 2" Tube Dia., 1500 lbs. rated
500106 11 Sidewind Gear Kit, up to 5,000 lbs. Jacks
500270 - Drop Leg Kit for 190xxx Series Jacks
018564 0301 12 Disc Foot w/Pin, 2" dia.
018173 0324 - Foot for 175xxx Series Jacks
500105 13 Sidewind Crank Kit for 17xxxx Series Jacks, 6.5" radius
500171 13 Sidewind Handle for 19xxxx Series Jacks, 8.5" radius
500180 14 Topwind Handle Assembly with Red Knob, 6.75" radius 
500148 15 Topwind Handle for 19xxxx Series Jacks, 9" radius
500134 - F2 Handle Crank Kit
500326 - Cap for Bulldog SW Jacks 1.85" dia.
500103 - Kit, 3/8" Plunger Pin Assy. (2,3,5K) Pins
500177 - Kit, 3/4" Plunger w/ J-Pin for 180Series Jacks

Fig. 1

Fig. 7

Fig. 6

Fig. 5

Fig. 10

Fig. 13

Fig. 8

Fig. 14

Fig. 3

Fig. 11

Fig. 4
Fig. 2

Fig. 9

Fig. 12

Fig. 15

Fig. 6
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    Mtg. Screw

Part #  Fig. # Description Capacity Travel Travel
141302 0134 1 F2 Swivel, Twin Track 1,600 lbs. 8" 10"
141304 0134 2 F2 Swivel, Wide Track 1,600 lbs.  8" 10"

Part #  Fig. # Description Capacity Mtg Height Travel
XP10 0301 3 Swivel, Bolt-On    1,200 lbs. 12.75" 10"
XP15 0301 3 Swivel, Bolt-On 1,500 lbs. 12.75"  10"
XPD15L 0101 4 Swivel, Dual-Wheel 1,500 lbs. 14.75" 12"
XP15W0301 4 Swivel, Weld-On 1,500 lbs. 12.75" 10"
HD2500 0101 5 Drop Leg 2,500 lbs. 4.50" 28"
HD50000101 5 Drop Leg 5,000 lbs. 4.50" 28"

EJ1000 3 Economy, Boxed 1,000 lbs. 12.75" 10"
MJ-1001B - Economy, Bulk 1,000 lbs. 12.75" 10"
MJ- 1200B - Economy, Bulk 1,200 lbs. 12.75" 10"
MJSQ-2500B 5 Economy, Drop Leg 2,500 lbs. 4.50" 28"

6811S00 - 6" Wheel Repair Kit
0933301S00 - Handle Kit, Fits XP-10 Jacks
0933305S00 - Handle Kit, Fits XP-15 Jacks
0933302S00 - Bevel Gear Kit, Fits XP-10 Jacks
0933306S00 - Bevel Gear Kit, Fits XP-15 Jacks
0933307S00 - Plunger Pin Kit
0917540-00 - Cap for XP-10 Jack

Caster Wheel Jacks
Part # Fig. # Description Capacity Mtg. Height Travel
80043 6 Topwind, Atwood 800 lbs. 12.75" 8"
87535 7 Sidewind, Atwood 800 lbs. 13.60" 10"
80057 7 Sidewind, Atwood 1,000 lbs. 11.25" 14"

165311 8 Sidewind, Bulldog 750 lbs. 7-23" 16"
TV-V211N 9 Mechanical Trailer Jack

Fig. 6

Fig. 7

Fig. 5

Fig. 8

MARINE JACKS

Fig. 3 Fig. 4

Fig. 2Fig. 1

Fig. 9
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Fig. 3

MARINE WINCHES
F2 Winches

Part # Fig. # Description
FW2000 0101 1 Single Speed Winch, w/ 2" x 20' strap & hook
FW3200 0101 1 Two Speed Winch, w/ 2" x 20' strap & hook

Single Speed Trailer Winches
Part # Fig. # Description Gear Ratio Ratchet Type
T600 0101 2  600 lbs. cap.  3.1:1 Two-way
T900 0101 2 900 lbs. cap. 3.1:1 Two-way
T1100 0101 2 1,100 lbs. cap. 4.1:1 Two-way
T1300 0101 2 1,300 lbs. cap. 4.1:1 Two-way
T1500 0101 2 1,500 lbs. cap. 4.1:1 Two-way
T1602 0101 2 1,600 lbs. cap. 5.1:1 Two-way
T1801 0101 2 1,800 lbs. cap. 5.1:1 Two-way

Two Speed Trailer Winches
Part # Fig. # Description Gear Ratio Ratchet Type
T2005 0101 3 2,000 lbs. cap. 4.1 & 9.8:1 Two-way w/Neutral
T2605 0101 3 2,600 lbs. cap. 5.1 & 12.2:1 Two-way w/Neutral
T3205 0101 3 3,200 lbs. cap. 5.1:1 & 12.1:1 Two-way w/Neutral
T3700 0101 3 3,700 lbs. cap. 5.1:1 & 12.1:1 Two-way w/Neutral

Brake Winches
Part # Fig. # Description  Gear Ratio  
K650 0101 4 600 lbs. Capacity  1:01
K1051 0101 4 1,000 lbs. Capacity  4.1:1
K1550 0301 4 1,500 lbs. Capacity  5.1:1
K2550 0101 4 2,500 lbs. Capacity  15.8:1

Winch Accessories
Part # Fig. # Description
WC325 0100 5 Winch Cable & Hook, 3⁄16" x 25 ft. cable
WC750 0100 5 Winch Cable & Hook, 7⁄32" x 50 ft. cable
WS20 0700 6 Winch Strap, nylon web, 2" x 20 ft
WSP12 0200 6 Watercraft Winch Strap, nylon web, 2" x 12 ft
6312P01 - Winch Handle 7"
6302P01 - Winch Handle 8"
6817P01 - Winch Handle 10"
2461P01 - Winch Handle 11"
1562S00 - 2-Speed Ratchet Repair Service Kit
5621P01 - Cable Keeper Service Kit, Fits K/KX Winches

Fig. 6

Fig. 5

Fig. 4

Fig. 2

Fig. 1




