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SUSPENSION
Some Campers Demand Dexter Axles

Make sure half the fun IS getting there. Use Genuine Dexter Axles.

Since 1960, OEMs have installed more than 
45 million American-made Dexter Axles.  
Our brand is preferred for cutting edge  
innovation, precision engineering,  
consistent, reliable quality and safe, 

smooth performance. Rigorous testing at our in-house laboratory protects  
your customer’s safety, valuable vacation time and investment. 

We offer nationwide manufacturing with the largest distribution network  
in the U.S., Canada and abroad.

Unfortunately,  
Some Don’t
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HANGER KITS
Hanger Kits

Axle Size Spring Type Single # Tandem # Triple #
2000 lbs. 1.75" Double Eye HK1 or HK2 or HK3 or
  HKSGL HKTDM HKTRP
 1.75" Slipper SHK1-2000     -     -
3500 lbs. 1.75" Double Eye HK1 or HK2 or HK3 or
  HKSGL HKTDM HKTRP
 2" Slipper SHK1 SHK2 SHK3
6000 lbs. 1.75" Double Eye HK1 or HK2 or HK3 or
  HKSGL HKTDM HKTRP
 2" Slipper SHK1 SHK2 SHK3
8000 lbs. 2" Slipper HAP-105-00 HAP-105-00 & HAP-105-00 &
   HAP-205-01 (2) HAP-205-01
10000 lbs. 2.50" Slipper HAP-158-00 HAP -158-00 & HAP-158-00 &
   HAP-258-01 (2) HAP-258-01 
Note:  HK1, HK2, HK3 kits use Dexter style hangers and equalizers.
 HKSGL, HKTDM, HKTRP use H2, E1, RH1 hangers and R2 equalizers.
 6000 lbs. tandem and triple kits have std. axle space 33.5", for 36" use 13-122-02 equalizer.
 10000 lbs. hanger kits include equalizers for 38" axle space - other spacing available (42.25" & 48.50")

Heavy Duty Suspension Kits
Part # Fig. # Description
K71-358-00 - Kit for 1.75" wide, double eye springs - Single axle
K71-359-00 1 Kit for 1.75" wide, dbl. eye springs - Tdm. axle - 33" Spacing
K71-360-00  - Kit for 1.75" wide, dbl. eye springs - Trip. axle - 33" Spacing
K71-449-00 1 Kit for 1.75" wide, dbl. eye springs - Tdm. axle - 35" Spacing
K71-453-00 - Kit for 1.75" wide, dbl. eye springs - Trip. axle - 35" Spacing

E-Z Flex Suspension
Part # Fig. # Description
 For 33" Axle Centers
K71-652-00 2 Complete E-Z Flex Suspension Kit
K71-654-00 3 E-Z Flex Equalizer & Bolt Kit
 For 35" Axle Centers
K71-653-00 2 Complete E-Z Flex Suspension Kit
K71-655-00 3 E-Z Flex Equalizer & Bolt Kit

Trailer Shock Kit (per axle)
Part # Fig. # Description
K71-175-01 4 Kit for 2⅜" & 3" dia. tubes, 1.75" springs,  
  underslung only
 052-003-00 - Replacement Shock

Fig. 4

Fig. 2

Fig. 1

Fig. 3
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Hanger Kit Components
Double Eye Springs 

Part # Hangers Equalizer Shackle Link Bolt/Nut

HK1 (2) 028-005-00, (2) 030-020-00  (4) 018-012-01 (6) 7-3, (6) 6-7
HKSGL (2) H2, (2) E1   (4) 018-011-01 (6) 7-3, (6) 6-7

HK2 (4) 028-005-00, (2) 029-031-00 (2) 013-104-02   (8) 018-011-01 (14) 7-3, (14) 6-7
HK2.16* (4) 028-005-00, (2) 029-031-00 (2) 013-122-02 (8) 018-011-01 (14) 7-3, (14) 6-7
HKTDM (4) H2, (2) RH1  (2) R2  (8) 018-011-01 (14) 7-3, (14) 6-7

HK3 (4) 028-005-00, (4) 029-031-00 (2) 013-104-02 (12) 018-011-01 (22) 7-3, (24) 6-7
 (2) 013-105-02

HK3.16* (4) 028-005-00, (4) 029-031-00 (2) 013-122-02 (12) 018-011-01 (22) 7-3, (22) 6-7
 (2) 013-126-02

HKTRP (4) H2, (4) RH1  (4) R2 (16) 018-011-01 (24) 7-3, (24) 6-7
* For Use with 16" Tire/Wheels

Slipper Springs
Part # Hangers Equalizer Bolts/Nuts
SHK1-2000 (2) 028-039-00, (2) 030-037-00  (4) 7-3, (6) 6-7
SHK1 (2) 028-001-00, (2) 030-028-00  (2) 007-017-00, (2) 6-7

  (2) 7-7, (2) 006-011-00
SHK2 (2) 028-001-00, (2) 030-028-00 (2) 013-004-00 (4) 007-017-00, (4) 6-7 

(2) 029-001-00  (4) 7-7, (4) 006-011-00
  (2) 007-001-00, (2) 6-111

SHK-2L (2) 028-001-00, (2) 029-001-00 (2) 72-1587 (2) 7-7, (6) 6-7, (2) 006-011-00,
(2) 030-028-00  (6) 007-017-00, (2) 007-001-00, 
  (2) 6-111

SHK3 (2) 028-001-00, (2) 030-028-00 (4) 013-004-00 (6) 007-017-00, (6) 6-7 
(4) 029-001-00  (6) 7-7, (6) 006-011-00
  (4) 007-001-00, (4) 6-111

U-Bolt Kits Components
Part # Size U-Bolt Flange Plate Nut

UBK-175 1.75" (4) 011-054-00 (2) 012-040-00 (8) 006-130-00
UBK-238 2.38" (4) 011-021-00 (2) 012-003-00 (8) 6-46
UBK-238S 2.38" (4) 011-021-00 (2) 012-004-00 (8) 6-46
UBK-35 2.38" (4) 011-022-00 (2) 012-003-00 (8) 6-46
UBK-300 3.00" (4) 011-018-00 (2) 012-001-00 (8) 6-46
UBK-300S 3.00" (4) 011-018-00 (2) 012-002-00 (8) 6-46
UBK-350 3.50" (4) 011-065-00 (2) 012-037-00 (8) 6-7
For U-Bolt size and dimensions, see page 76



Page 72

SU
SP

EN
SI

ON

Fig. 7

Fig. 4

Fig. 5

Fig. 6

Fig. 2

Fig. 1

SUSPENSION PARTS
Double Eye Hangers

Part # Fig.# Used in Kit # Width  Height Position
028-005-00 1 HK1, HK2, HK3 1¾" 3.25" End
030-020-00 1 HK1     1¾" 0.91" Rear
029-031-00 1 HK2, HK3 1¾" 3.62" Center
H-2 1 HKSGL,HKTDM,HKTRP 1¾" 1.69" End
E-1 2 HKSGL 1¾" 0.75" Rear
RH-1 1 HKTDM, HKTRP 1¾" 4.75" Center

Slipper Hangers
Part # Fig.# Used in Kit # Width (A) Height (B) Position
028-039-00 1 SHK12000 1¾" 1.00" Front
030-037-00 - SHK12000 1¾" 0.18" Rear
028-001-00 1 SHK1, SHK2, SHK3 2" 4.25" Front
030-028-00 1 SHK1, SHK2, SHK3 2" 4.00" Rear
029-001-00 1 SHK2, SHK3 2" 3.50" Center

Equalizers - 1¾" Wide, Double Eye Spring
Part # Fig. # A B C D E
013-010-00 3 61⁄16" 4" 9⁄16" 9⁄16"
013-104-02 4 5¾"   2¾" 9⁄16" 9⁄16" 2"
EQ1A 4 6¼" 3⅞" 9⁄16" 9⁄16" 2½"
EQ-458 4 6¼" 3⅞" ¾" 9⁄16" 2½"
013-122-02 4 7¾"   3⅞"    9⁄16"    9⁄16" 2⅞" 
EQ-E34 4 7¾" 3⅞" ¾" 9⁄16" 2⅞"  
R-2 5 5½" 2¾" 9⁄16" 9⁄16"
EQ-R89 5 8" 4" 9⁄16" 9⁄16"
EQ-R83 5 8" 4" 9⁄16" ¾"
013-105-02 6 6¾" 2" 9⁄16" 9⁄16"
013-126-02 6 9" 2¾" 9⁄16" 9⁄16" 9⁄16"

Equalizers - 2" Wide, Slipper Spring
Part # Fig. # A B C D E F G 
013-004-00 7 4⅝" 5½" 5" 9⁄16" 5⁄16" ⅞" 2⅛"
013-044-01 8 13⅛" 5⅝" 6" 3½" 9⁄16" ⅞" ⅜"
8303 8 11½" 4¾" 4⅜" 3⅞" 9⁄16" ⅞" 9⁄16

"

72-1587 8 11" 4⅝" 4⅝" 3½" 9⁄16" ⅞" ⅜"

Fig. 8

Fig. 3
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E-Z LOADER PARTS

E-Z Loader Square Axles (before 1995)
Part # Axle Tube Hub Spring 
 Size Size Face Center
250-022304-10* 2000 lbs. 2" x 2" 73⅜" 50½"
* This axle has drop center and is the direct replacement for a straight beam

250-024287-10 3500 lbs. 2" x 2" 87⅜" 70¼"
250-020838-10 5200 lbs. 2" x 3" 87⅜" 70¼"

Boat Trailer Suspension Parts
Part # Description Part # Description
H-2 Front & Rear Hanger 290-001669 Equalizer Bolt
250-015514-10 Center Hanger 290-002596 Equalizer Nut
250-031579-10 Equalizer (w/o bushing) 7-3 Bolts
250-031580 Equalizer Bushing 6-7 Lock Nuts

C-Hook Springs
Part # Fig. # Description Stack Capacity Leaves 
  (eye to eye) Height (each)
C2 3 1.75" x 26" 0.94" 1300 lbs. 3
C3 3 1.75" x 26" 1.08" 1750 lbs. 3
C4 3 1.75" x 26" 1.44" 2350 lbs. 4
C5  3 1.75" x 26" 1.80" 2850 lbs. 5

**** Bushing MPE-228 sold separately **** 

Square U-Bolt Kits (per axle) 
Part # Description U-Bolt Size 
300-015974 1½" x 1½" x Square Axle w/C2 Springs 1½" x 3⅜"
300-015975 2" x 2" Square Axle w/C3 or C4 Springs 4½" x 2"
300-015976 2" x 3" Square Axle w/C5 Springs 5½" x 2"

290-015796 ⅜"-16 x 1½" x 3⅜" U-Bolt
290-002540 ½"-13 x 2" x 4½" U-Bolt
290-021380 ½"-13 x 2" x 5½" U-Bolt
250-015795 Bottom Plate 1½" x 1½"
250-031133 Bottom Plate 2" x 2" or 2" x 3"

**** See page 77 for locknuts **** 

Fig. 3

Fig. 1

Fig. 2Fig. 2
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Fig. 1

Double Eye Springs (1.75" Wide)
Part #   Description Leaves Stack Height Capacity

“A” “B” (each)
72-16 20½" 3 0.67"   850 lbs.
72-17 20" 3 0.79" 1000 lbs.
72-13 21" 4 1.00" 1400 lbs.
72-06 23⅛" 3 0.94" 1200 lbs.
72-09 23⅛" 3 1.08" 1750 lbs.

72-22 25¼" 3 0.94" 1250 lbs.
72-23 25¼" 3 1.04" 1500 lbs.
72-42 25¼" 4 1.29" 1750 lbs.
72-24 25¼" 3 1.16" 2000 lbs.
72-25 25¼" 4 1.44" 2500 lbs.
72-26 25¼" 4 1.56" 3000 lbs.
72-27 25¼" 6 2.05" 3500 lbs.

AS3 26" 3 0.75"   800 lbs.
AWS2 26" 2 0.72" 1000 lbs.
AS4 26" 4 1.00" 1060 lbs.
AWS3 26" 3 1.08" 1500 lbs.
AWS4 26" 4 1.44" 2000 lbs.
AWS5 26" 5 1.80" 2500 lbs.
AWS6 26" 6 2.16" 3000 lbs.
AWS7 26" 7 2.52" 3500 lbs.

Shackle Links
Part # Fig. # Description
018-011-01 3 2¼" center to center Shackle
018-012-01 3   3¼" center to center Shackle
4101-2A 3 2⅝" center to center ShackleFig. 3
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Fig. 3

Fig. 2

Fig. 1

Slipper Springs
Length  Stack Height Capacity 

Part # Width “A”  Leaves “B” (each)
BT25-06 1.75" 25" 2 0.50" 600 lbs.
BT25-09 1.75" 25" 3 0.79" 900 lbs.
BT25-12 1.75"  25" 4 1.05" 1200 lbs.
72-30 2" 25" 4 1.33" 2000 lbs.
72-32 2" 25" 5 1.80" 3500 lbs.
72-51* 2" 25" 7 2.53" 4000 lbs.
072-051-02** 2" 25" 7 2.53" 4000 lbs.
US-3073 2" 27½" 5 1.80" 3400 lbs.
072-077-00 2.5" 30" 5 2.14" 5000 lbs.
072-080-01 2.5" 30½" 5 2.14" 5000 lbs.
072-043-01 3" 30½" 5 2.00" 5000 lbs.
US-3084 2" 29½" 6 2.41" 4300 lbs.
072-043-01 3" 30½" 5 2.00" 5000 lbs.
072-044-01 3" 30½" 6 2.40" 6000lbs.
072-045-01 3" 30½" 7 2.80" 7500lbs.
* with 9⁄16" nylon bushing  
** with ⅝" rubber bushing

Spring Eye Bushings
Part # Fig. # Description Spring Width O.D. I.D. (bolt size)
014-001-00 2 Nylon 1¾" 11⁄16" 9⁄16"
014-064-01 2 Nylon 2" 11⁄16" 9⁄16"
014-054-01 2 Nylon 2" 13⁄16" 9⁄16"
014-077-00 2 Bronze 1¾" 11⁄16" 9⁄16"
MPE-228   2 Nylon 1¾" 1" 9⁄16"
NB-3 2 Nylon 1¾" ¾" 9⁄16"

Spring Mounting Pads
Part # Fig. # Description Spring Width Axle Size
003-049-00 3 1¾" Dia. Tube 1¾" 2000 lbs.
003-043-00 3 2⅜" Dia. Tube 1¾" 3500 lbs.
003-042-00 3 3" Dia. Tube 1¾" 5200/6000 lbs.
003-001-00 3 3" Dia. Tube 2-3" 5200/6000 lbs.
003-048-00 3 3½" Dia. Tube 2-3" 8000 lbs.
003-066-00 3 5" Dia. Tube 2-3" 10,000 lbs.
003-072-00 3 5" Dia. Tube 2½" 10,000 lbs.
003-062-00 3 2⅜" Dia. Tube Conversion Seat
003-063-00 3 3" Dia. Tube Conversion Seat
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U-BOLTS
Round U-Bolt Kits (per axle)

 Double Eye Springs Slipper Springs 
Axle Size Axle Dia. 1¾" Wide Part# 2" Wide Part#
2000 lbs.  1¾" UBK-175 UBK-175 (1.75" wide)
3500 lbs.  2⅜" UBK-238* UBK-238-S
3500 lbs.  2⅜" UBK-35** -
6000 lbs. 3" UBK-300 UBK-300-S
8000 lbs. 3½" - UBK-350
10000 lbs. 5" - UBK-10-GD (2.5" wide)
10000 lbs. 5" - UBK-10-HD (3" wide)

* Uses 5¾" long U-bolts ** Uses 6¼" long U-bolts

Round U-Bolts
Part # Size (W) Description Dia. (D) (L) (B)
011-054-00  1¾" 2000 lbs. ⅜"- 24 4" 1 7⁄16"
011-021-00 2⅜" 3500 lbs. ½" - 20 5½" 1⅞" 
011-022-00  2⅜" 3500 lbs. ½" - 20 6¼" 1⅞" 
011-049-00 3" 6000 lbs. ½" - 20 5½" 1 ½" 
011-016-00 3" 6000 lbs. ½" - 20 6" 2"
011-018-00  3" 6000 lbs. ½" - 20 7" 2"
4201-1 3" 6000 lbs. 9⁄16" - 18 7" 3"

011-065-00 3½" 8000 lbs. 9⁄16" - 18 7⅞" 1¾"
011-064-00 4" 9000 lbs. ⅝" - 11 8" 2"
011-070-00 5" 10-15K lbs. ¾" - 10 9¾" 2⅜"
011-077-00 5" 10K ⅝"-11 9" 2¼"
      *** U-Bolts are bulk w/o nuts.  See Self-Locking Nuts Section (opposite page) for nuts. ***  

Tie Plates for Round U-Bolts
Part # Description Spring Width U-Bolt Width
012-040-00 For 11-54 U-Bolt 1.75" 1.75"
012-003-00 For 11-22 U-Bolt 1.75" 2.38"
012-004-00 For 11-22 U-Bolt 2" 2.38"
012-001-00 For 11-18 U-Bolt 1.75" 3.00"
012-002-00 For 11-18 U-Bolt 2" 3.00"
012-037-00 For 11-65 U-Bolt 2" 3.50"
012-042-00 For 11-64 U-Bolt 2" 4.00"
012-049-00 For 11-77 U-Bolt 2.50" 5.00" 
012-046-00 For 11-70 U-Bolt 3" 5.00"
      ***   Recommended Min/Max Torque Settings (lbs.-ft.) for Dexter U-Bolts:  ****
   ⅜"  = 30-50,   7⁄16" =  45-70,   ½" = 45-70,   9⁄16" = 75-85 

Fig. 1

Fig. 3

Fig. 2
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Square U-Bolts
Part # Size (W) Dia. (D) Length (L)
290-002423 1½" ⅜"-16  2⅜" 
290-015796 1½" ⅜"-16 3⅜"
290-011676 21⁄16" ⅜"-16 4"
290-002422 3" ⅜"-16 4"
290-002540 2" ½"-13 4½"
290-021380 2" ½"-13 5½"
290-020980 2" ½"-13 6½"
290-002482 3" ½"-13 3¼"
290-002485 3" ½"-13 4¼"
290-015566 3" ½"-13 5¼"
290-002496 3" ½"-13 6½"
290-002516 3" ½"-13 7¼"
U4 1½" 9⁄16"-18 4½"
U6 1¾" 9⁄16"-18 5"
U7 1¾" 9⁄16"-18 5¾"
U8 2" 9⁄16"-18 5¾"
U16 2" 9⁄16"-18 4¾"
U17 2¼" 9⁄16"-18 6"
006-005-00 Nut for 9⁄16" U-Bolts
UW-1 Lock Washer for 9⁄16" U-Bolts
290-002598 Locknut for ½"-13 U-Bolts
290-002579 Locknut for ⅜"-16 U-Bolts
290-002596 Locknut for ⅝"-11 Hex

Self Locking Nuts
Part # Thread Size Description
006-130-00 ⅜" - 24 For 11-54 U-Bolt
6-46 ½" - 20 For 11-22/11-18 U-Bolts
6-7 9⁄16" - 18 For 11-65 U-Bolt
6-38 ⅝" - 11 For 11-64 & 11-77 U-Bolts
006-113-00 ¾" - 10 For 11-70 U-Bolt
005-095-00  Lock Washer for 006-113-00

Over/Under Conversion Kits
Part # Description
K71-384-00 Conversion Kit for 2 3/8" tube
K71-385-00  Conversion Kit for 3" tube - 5.2K Max.
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Nuts
Part # Fig. # Dimensions Description 
6-80 1 ½"-20 Wheel 60o Acorn Taper
006-053-00 1 9⁄16"-18 Wheel 60o Acorn Taper
006-060-00 1 9⁄16"-18 Wheel 90o Acorn Taper
006-109-00 1 ⅝"-18 Wheel 90o Acorn Taper
006-130-00 2 ⅜"-24 U-Bolt Nut, Flanged Locking
006-092-01 2 7⁄16"-20 Flange Nut for Shackle Bolt
6-46 2 ½"-20 U-Bolt Nut, Flanged Locking
006-058-00 2 ⅝"-18 Wheel Nut, Flanged
006-011-00 3 5⁄16"-18 Locknut for 7-7 Keeper Bolt
6-10 3 ⅜"-24 Brake Mounting Nut for 12" Brake
006-017-00 3 7⁄16"-20 Brake Mounting Nut for 10" Brake
6-7 3 9⁄16"-18 Locknut for U-Bolt and Shackle
006-005-00 3 9⁄16"-18 Square Top U-Bolts or Mobile Home
6-38 3 ⅝"-11 Locknut for U-Bolt
006-113-00 3 ¾"-10 Locknut for U-Bolt 
073 3 ¾"-16 Locknut for 4113-9W
SN813 3 13⁄16"-20 Spindle Nut
6-111 3 ⅞"-9 Locknut for Equalizer
006-191-00 3 1"-14 Spindle Nut, Non-Castlated
SN750 4 ¾"-16 Spindle Nut 
006-001-00 4 1"-14 6 Slotted Spindle Nut
006-176-00 - 1"-14 12 Slotted Spindle Nut, Non E-Z Lube
19-2 5 ⅛" x 1¾" Cotter Pin 

Washers
Part # Fig. # Description
005-101-00 6 1" Tang Washer
005-059-00 7 1¾" Tang Washer
005-004-00 8 Split Washer, ⅜"
005-008-00 8 Split Washer, 7⁄16"
005-058-00 8 Split Washer, ½"
UW-1 8 Split Washer, 9⁄16"
005-023-00 9 1" D Washer
005-027-00 10 Spindle Washer 111⁄16" O.D. x 1" I.D.
290-010453 11 13⁄16" Keyed Spindle Washer
516054 11 1" Keyed Spindle Washer
LS813 12 13⁄16" Lock Shield (Cookie Cutter)
006-190-00 13 Jam Cage for EZ Lube Axles 

Fig. 9

Fig. 6

Fig. 10

Fig. 7

Fig. 5

Fig. 8

Fig. 4

Fig. 3

Fig. 2
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Fig. 13

Fig. 11

Fig. 12
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SUSPENSION

Suspension Bolts
Part # Fig. # Dimensions Type Application
7-7 1 5⁄16"-18 x 3¼" Keeper For 2-7K Suspension
007-126-00 1 7⁄16"-20 x 3" Shackle 9⁄16" Shoulder
007-187-00 1 7⁄16"-20 x 3" Wet Bolt 9⁄16" Shoulder
7-3 1 9⁄16"-18 x 3" Shackle For 1¾" Springs
007-017-00 1 9⁄16"-18 x 3½" Shackle For 2" Springs
007-236-01 - 9⁄16"-18 x 3½" Wet Bolt For 2" Springs
4113-9W 1 ¾"-16 x  3½" Wet Bolt Equalizer Bolt
007-001-00     1 ⅞"-9 x 4⅝" Equalizer 3500-8000 lbs. Susp.

Wheel Bolts
Part # Fig. # Dimensions Application 
LB-506 2 ¼"-20 x .875" Wheel Bolt, 60o Taper 
LB-509 2 ½"-20 x .875" Wheel Bolt, 90o Taper 
007-084-00 2 9⁄16"-18 x 1.125" Wheel Bolt, 90o Taper, Ag
025-014-00 3 ½"-20 x ½"-13" Double End Stud, Dexter
025-053-01 - ½"-20 x ½"-20" Double End Stud, Dexter
007-246-00 - ½"-20 x 1.95" Press-in Stud, Dexter, 2K
007-185-00 - ½"-20 x 1.79" Press-in Stud, Dexter, 3K 
007-122-00 - ½"-20 x 1.840" Press-In Wheel Stud, Dexter, 6K-7K
007-262-00 - ½"-20 x 2.50" Press-In Wheel Stud, Dexter, 6K-7K
007-132-00 - 9⁄16"-18 x 2.30" Press-In Wheel Stud, Dexter, 6K-8K
007-115-00 - ⅝"-18 x 3.0625" Press-In Wheel Stud, Dexter, 6K-7K
ST-502-04 - ½"-20 x 1.812" Press-In Wheel Stud, Reliable 
ST-504 - ½"-20 x 2.093" Press-In Wheel Stud, Reliable
363908  - ½"-20 x 1.81"  Press-in Stud, AL-KO 
1530092 - ½"-20 x 2.00" Press-In Wheel Stud, AL-KO
1530093 - ½"-20 x 2.50" Press-In Wheel Stud, AL-KO
1536032 - 9⁄16"-18 x 2.82" Press-In Wheel Stud, AL-KO
363910 - ⅝"-18 x 2.75" Press-In Wheel Stud, AL-KO
32498 - ½"-20 x 1.75" Press-In Wheel Stud, UFP
32855 - ½"-20 x 2.03" Press-In Wheel Stud, UFP
363896* 5 ½"-20 x 1.875" Bolt, Fine, Mobile Home
007-036-00* 5 ½"-13 x 1.62" Bolt, Course, Mobile Home
* Use with 015-002-00 Rim Clamp

Miscellaneous Bolts
Part # Fig. # Dimensions Application 
007-112-00 4 ⅜"-24 x 0.88" Brake Stud, Press-In 12" Brake
007-005-00   6 ⅜"-24 x 1" Cap Screw, for 12" Brakes 
FB437 6 7⁄16"-20 x 1" Cap Screw, for 10" Brakes

Fig. 2

Fig. 1

Fig. 4

Fig. 5

Fig. 6

NUTS & BOLTS
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